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FIG 1
(UPPT-08-01-01-X-RA-SD SHOWN)
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-L: (SEE TABLE 3)
-T: (SEE TABLE 3)

 -SD: SCREW DOWN
 -LC: LOCKING CLIP
 (-SD OR -LC OPTION IS REQUIRED)

PACKAGING
BLANK: TUBES (SEE NOTE 7)
-TR: TAPE & REEL (SEE NOTE 8 & 9)
-FR: FULL REEL QTY TAPE & REEL
 (SEE NOTE 8 & 9)

TAIL LENGTH
-01: FOR 1.57[.062] THICK PCB
       (USE SUB-T-1M70-01-X AND
        SUB-C-263-01-X)
-02: FOR 2.36[.093] THICK PCB
       (USE SUB-T-1M70-02-X AND 
        SUB-C263-02-X)

-01
LEAD STYLE

No OF POSITIONS

UPPT-XX-01-XX-X-RA-XX-XX

-02, -04, -06, -08

RIGHT ANGLE

PLATING SPECIFICATION

OPTION

"F"±0.25[.100]

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN MILLIMETERS.
TOLERANCES  ARE:
DECIMALS                     ANGLES
X.X: 0.3 [.01]               2 
X.XX: 0.13 [.005]
X.XXX: 0.051 [.0020]
MATERIAL:

Micro Power Hermi Connector

BY:
UPPT-XX-01-XX-X-RA-XX-XX

DWG.  NO.

DESCRIPTION:DO  NOT  SCALE  DRAWING

B HARPENAU 09/11/2009 21

SHEET SCALE: 2:1
INSULATOR: LCP
CONTACT AND TERMINAL: BeCU

F:\DWG\MISC\MKTG\UPPT-XX-01-XX-X-RA-XX-XX-MKT.SLDDRW

MAX FLASH ALLOWED: 0.08[.003]
MAX GATE VESTIGE: 0.08[.003]

NOTES:

1.        REPRESENTS A CRITICAL DIMENSION.
2. BURR ALLOWANCE: 0.038[.0015] MAX.
3. MINIMUM PUSHOUT FORCE: 4.45N[1.000 LB].
4. MAXIMUM ALLOWABLE BOW: 0.05[.002] MM/MM AFTER ASSEMBLY.
5. POSITION 1 WILL MATE TO POSITION N ON MATING CONNECTOR.
6. RECOMMENDED TORQUE ON HOLD DOWN SCREWS TO BE 20 IN-OZ ± 5 IN-OZ.
7. PARTS TO BE PACKAGED IN TUBES UNLESS OTHERWISE STATED.
8. ORDERS WILL BE PACKAGED ACCORDING TO THE SAMTEC PACKAGING EFFICIENCY
    STANDARDS (SPES) FOUND ON WWW.SAMTEC.COM.
9. ATTACH LABEL TO EACH REEL.
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FIG 2
(UPPT-08-01-01-X-RA-LC SHOWN)
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