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SECTION A-A
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PCB LAND PATTERN
2:1 SCALE 

NOTES: (UNLESS OTHERWISE SPECIFIED)
ALL DIMENSIONS ARE IN MILLIMETERS [IN].1.
DIMENSIONS APPLY AFTER FINISHING.2.
MANUFACTURE TO BE COMPLIANT WITH EU RoHS DIRECTIVE,3.
USE MATERIALS THAT DO NOT CONTAIN REACH SUBSTANCES OF 
VERY HIGH CONCERN >1000ppm, AND USE DRC CONFLICT-FREE 
SOURCED MATERIALS.
ALL UNLISTED GEOMETRY CONTROLLED BY MODEL AT LATEST 4.
REVISION.
MATERIAL: .250mm C5191 PHOSPHOR BRONZE 3µIN NICKEL 5.
PLATING.
BEND RADIUS: MINIMUM FOR LISTED MATERIAL AT TEMPER 6.
LEVEL SHOWN. ALL BENDS 90° UNLESS OTHERWISE SPECIFIED.
INTENDED TO ACCOMODATE CR2032 FORM FACTOR Ø20mm 7.
POWER CELL.
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INTERPRET DIMENSIONS AND 
TOLERANCES PER ASME Y14.5.
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