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Product Compliance
For compliance documentation, visit the product page on TE.com>

EU RoHS Directive 2011/65/EU Compliant with Exemptions

EU ELV Directive 2000/53/EC Not Yet Reviewed

China RoHS 2 Directive MIIT Order No 32, 2016 Restricted Materials Above Threshold

EU REACH Regulation (EC) No. 1907/2006 Current ECHA Candidate List: JAN 2024 

(240)

Not Yet Reviewed

Halogen Content Not Yet Reviewed for halogen content

Solder Process Capability Not reviewed for solder process capability

Product Compliance Disclaimer

This information is provided based on reasonable inquiry of our suppliers and represents our current actual knowledge 

based on the information they provided. This information is subject to change. The part numbers that TE has identified as 

EU RoHS compliant have a maximum concentration of 0.1% by weight in homogenous materials for lead, hexavalent 

chromium, mercury, PBB, PBDE, DBP, BBP, DEHP, DIBP, and 0.01% for cadmium, or qualify for an exemption to these 

limits as defined in the Annexes of Directive 2011/65/EU (RoHS2). Finished electrical and electronic equipment products 

will be CE marked as required by Directive 2011/65/EU. Components may not be CE marked.Additionally, the part 

numbers that TE has identified as EU ELV compliant have a maximum concentration of 0.1% by weight in homogenous 

materials for lead, hexavalent chromium, and mercury, and 0.01% for cadmium, or qualify for an exemption to these limits 

as defined in the Annexes of Directive 2000/53/EC (ELV). Regarding the REACH Regulations, TE's information on SVHC in 

articles for this part number is still based on the European Chemical Agency (ECHA) 'Guidance on requirements for 

substances in articles'(Version: 2, April 2011), applying the 0.1% weight on weight concentration threshold at the finished 

product level. TE is aware of the European Court of Justice ruling of September 10th, 2015 also known as O5A (Once An 

Article Always An Article) stating that, in case of 'complex object', the threshold for a SVHC must be applied to both the 

product as a whole and simultaneously to each of the articles forming part of its composition. TE has evaluated this ruling 

based on the new ECHA "Guidance on requirements for substances in articles" (June 2017, version 4.0) and will be 

updating its statements accordingly.
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 ADP-2.4F-2.4F   ACTIVE

 TE Internal #: L9000331-01

 TE Internal Description: 2.4 Jack to 2.4 Jack

View on TE.com >

https://www.te.com/en/product-L9000331-01.html
https://www.te.com/en/product-L9000331-01.html
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 TE Part # L9000281-01

SMA Jack 50 Ohm .031 PCB Edge 

Mount

 TE Part # 796096-2

SLD CPC RCPT ASY,11-4,STD SEX

 TE Part # 1-2176343-9

CRGCQ 1206 330R 1%

 TE Part # 2238174-3

187 FASTON,REC.,24-14 AWG,TPBR

 TE Part # 1744057-4

3.96 EP HDR ASSY 4P W/PEGS

 TE Part # 3-111196-3

80 RCPT SYSTEM 50 30 DPLX

 TE Part # 2205066-1

CA MICRO-MATCH MOW-MOW 

16POS

 TE Part # 1-163088-0

SPEC. PLATED

 TE Part # NB-PTCO-126

Pt1000, 2.0x5.0, Class B, PTFD102B1G0

 TE Part # 2016661-6

2.40 M DOUBLE,50G,0.6M,WITH 

ARMOR,BRAID

 TE Part # 1-2016661-5

2.40 M DOUBLE,50G,1.5M,WITH 

ARMOR,BRAID

 TE Part # 1-2016661-0

2.40 MALE-MALE,50G,L1000,WITH 

ARMOR
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2.4 Jack to 2.4 Jack

English

CAD Files

3D PDF

3D

Customer View Model

ENG_CVM_CVM_L9000331-01_A.3d_stp.zip

English

https://www.te.com/en/product-L9000281-01.html
https://www.te.com/en/product-796096-2.html
https://www.te.com/en/product-1-2176343-9.html
https://www.te.com/en/product-2238174-3.html
https://www.te.com/en/product-1744057-4.html
https://www.te.com/en/product-3-111196-3.html
https://www.te.com/en/product-2205066-1.html
https://www.te.com/en/product-1-163088-0.html
https://www.te.com/en/product-NB-PTCO-126.html
https://www.te.com/en/product-2016661-6.html
https://www.te.com/en/product-1-2016661-5.html
https://www.te.com/en/product-1-2016661-0.html
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Customer+Drawing%7FC-ADP-2.4F-2.4F%7FA%7Fpdf%7FEnglish%7FENG_CD_C-ADP-2.4F-2.4F_A.pdf%7FL9000331-01
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Customer+View+Model%7FCVM_L9000331-01%7FA%7Fpdf%7F3D%7F3D_CVM_CVM_L9000331-01_A.pdf%7FL9000331-01
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Customer+View+Model%7FCVM_L9000331-01%7FA%7F3d_stp.zip%7FEnglish%7FENG_CVM_CVM_L9000331-01_A.3d_stp.zip%7FL9000331-01
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English

Customer View Model

ENG_CVM_CVM_L9000331-01_A.3d_igs.zip

English

Customer View Model

ENG_CVM_CVM_L9000331-01_A.2d_dxf.zip

English

By downloading the CAD file I accept and agree to the of use.Terms and Conditions

Datasheets & Catalog Pages

2.4 mm Jack to 2.4 mm Jack Adapter

English

https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Customer+View+Model%7FCVM_L9000331-01%7FA%7F3d_igs.zip%7FEnglish%7FENG_CVM_CVM_L9000331-01_A.3d_igs.zip%7FL9000331-01
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Customer+View+Model%7FCVM_L9000331-01%7FA%7F2d_dxf.zip%7FEnglish%7FENG_CVM_CVM_L9000331-01_A.2d_dxf.zip%7FL9000331-01
https://www.te.com/en/policies-agreements/terms-of-use-te-com.html
https://www.te.com/commerce/DocumentDelivery/DDEController?Action=showdoc&DocId=Data+Sheet%7Fadp-2_4f-2_4f-ds%7FA%7Fpdf%7FEnglish%7FENG_DS_adp-2_4f-2_4f-ds_A.pdf%7FL9000331-01

