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Process/Product Change Notification (PCN)  

General PCN Information 

PCN # 23-0164  Stacking adhesive change from DAF to Ag-Sintered PCN Date      Nov 8, 2023 

Initiator  Steven Cao Date      Nov 8, 2023 

Post to PCN Alert?  Yes     No E-mail PCNresponse@qorvo.com 

Type of Change:    Major     Minor     Obsolescence 

Change Affects     Form   Fit   Function   Reliability   N/A 

                                  Other:    

Description of Change:  Use of Ag-sintered epoxy at Die Attach process to replace DAF for stacked wafers 

Reason for Change:  The change will standardize the die stacking using Ag Sinter across all wafer stacking part numbers and 

eliminate the use of DAF altogether 

Detail of potential impact to customer:    No impact 

Affected Products: UF3SC065030B7S, UF3SC065040B7S, UF3SC120040B7S 

Comments and/or Supporting Data:    Click on icon to view qualification report: 

 

The following only applies to Major and Minor Changes 

Affected Product Specification (if applicable):  BOM was changed for epoxy 

Qualification Plan or Data (if applicable):  Attached in Comments Section 

Customer Samples Available (if applicable):  Dec 15, 2023:  Please contact related sales or CQE Steven.Cao@qorvo.com 

with your sample requests. 

Qualification Results Available (if applicable):   

Planned First Ship Date:    Jan 30, 2024:  Per customer's actual request 

Identification of Changed Product (if applicable):  No impact 

Customer Acknowledgement/Responses: All Customer responses must be sent via e-mail to PCNResponse@qorvo.com. 

When replying, please include the PCN number in subject line. Customers should acknowledge receipt of the PCN within 30 

days of delivery of the PCN. Lack of acknowledgement of the PCN within 30 days constitutes acceptance of the change. Any 

concerns, sample order response, or a request for further information must be provided within the acknowledgement 

period. If additional time is required to determine if samples or additional data is required, the customer must submit this 

request along with the acknowledgement response and state when they expect to complete their review. After 

acknowledgement, lack of additional response prior to the planned first ship date constitutes acceptance of the change. If the 

customer requires additional time to perform sample testing, beyond the stated planned first ship date, an extension must be 

negotiated with Qorvo. Acceptance of the PCN prior to the planned first ship date is considered approval to begin shipments 

early. Any contractual PCN agreements made with Qorvo supersede these requirements. 

Qorvo 

7628 Thorndike Road 

Greensboro, NC 27409-9421 

Customer Service Phone: 336.678.5570 

E-mail (PCN Related Correspondence Only): PCNResponse@qorvo.com 

http://www.qorvo.com 

mailto:PCNResponse@qorvo.com
http://www.qorvo.com/
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QP146

DAF to AG Sinter Stacking at THEPI (G3 devices) 

[bookmark: OLE_LINK2][bookmark: OLE_LINK1]Package Type:	UF3SC065040, UF3SC065030 & UF3SC120040 Stacked Die 

Process Technology:	G3 SiC, Stacked Cascodes

Qualification Number:	QP146

Date Issued:	Oct 03, 2023

Document Number:	DAF to AG Sinter Stacking (THEPI) - PQ030 rev A


		[bookmark: _Toc294436900][bookmark: _Toc294445345]Test Name

		test standaRd and Conditions

		# SAMPLES x # LOTS

		TEST RESULTS



		MSL1 Pre-Conditioning

		JESD22-A113D; 85C/85%RH, 168hrs + 3X IR reflow,

		77x3lots per test (except HTRB & HTGB)

		PASS



		[bookmark: _Hlk147240999]Pressure Cooker Test (PCT)

		JESD22 A-102; 121°C/ 100% RH, 15psig, 96 Hrs

		77x3 lots

		[bookmark: OLE_LINK5]PASS



		Temperature Cycling (TC)

		JESD22 A-104; -55°C to +150°C; 2 cycles/Hr, 1000 cycles

		77x3 lots

		PASS



		High Humidity High Temperature Tests (H3TRB)

		JESD22-A101C ; 85C/85% RH, VGS=0V, VDS=100V 1000 Hrs

		77x3 lots

		PASS



		Intermittent Operating Life (IOL)

		MIL-STD-750 Method 1037, DTJ ≥125°C, 3000 cycles, (5 minutes on/ 5 minutes off)

		77x3 lots

		PASS



		High Temperature Reverse Bias (HTRB)

		MIL-STD-750-1 M1038 Method A, Tj=175°C, VGS=0V, VDS=80% Vmax, 1000 Hrs

		77x3 lots

		PASS



		High Temperature Gate Bias (HTGB)

		JESD22 A-108 Tj=175°C, VGS=+20V, 1000 Hrs

		77x3 lots

		PASS



		Conclusion

		This part meets Qorvo's product qualification requirements.








 

© 2023 Qorvo US, Inc.

Qorvo Confidential & Proprietary Information

FOR IMPORTANT INFORMATION REGARDING THESE MATERIALS INCLUDING DISCLAIMERS REGARDING USE IN CERTAIN APPLICATIONS, SEE THE STANDARD DISCLAIMER FOR PRODUCT DOCUMENT. © Qorvo, Inc.  |  03-16							       Template FOR-000824 Rev F

www.qorvo.com

October 2023 | Subject to change without notice

1 of 4



© 2023 Qorvo US, Inc.

Qorvo Confidential & Proprietary Information

© 2023 Qorvo US, Inc.

Qorvo Confidential & Proprietary Information

FOR IMPORTANT INFORMATION REGARDING THESE MATERIALS INCLUDING DISCLAIMERS REGARDING USE IN CERTAIN APPLICATIONS, SEE THE STANDARD DISCLAIMER FOR PRODUCT DOCUMENT.	Template FOR-000824 Rev G



www.qorvo.com

October 2023 | Subject to change without notice

2 of 4





image1.png







SHARON
File Attachment
Qual Report.docx


