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COLOR VARIETY PACK
Ideal for Color Code Placement During Maintenance Procedures

OtherOther Applications - Color Coding, Packaging ContinuityApplications - Color Coding, Packaging Continuity, Identification, Bundling, Identification, Bundling Aesthetics, etc.Aesthetics, etc.

UV Colors, Custom Colors, and other Sizes10 Various colors as determined by factory

Tolerance: .xxx = +-.005,  .xx = +-.015.  *Mil-Spec does not apply to fluorescent colors. Sold in case quantities

Tie
Tensile Inch/mm

Diameter Per
Case

PerACT
Bag

100AL-11-50-COLORS-C

Width
Inch/mmInch/mm

.180/4.572

Thickness
Inch/mm

.052/1.320 50 lb./222 n.

Length
Inch/mm

11.25/285.75 3.062/77.7 5,000

Part Number Mil-Spec

MS3367-7*

11” Color Variety Pack
Part #: AL-11-50-COLORS-C
Quantity: 100
Tensile Rating: 50 lb/222 n

Min. - Max. Bundle Dia.: .06”-3.06”/1.57mm-77.77mm

Length: 11.25”/285.75mm
Strap Width: .18”/4.57mm

Min. - Max. Operating Temp.: -40 F(-40 C) - 185 F(85 C)
0 0 0 0

Min. Installation Temp.: -4 F (-20 C)
0 0

Material: (2,4,5,6,7,8,11,12,14,15) Nylon 6/6

Mil-Spec: MS3367-7-(2,4,5,6,7,8), Strap I.D.: Standard
MS Tool: MS90387-1, Tool Tension: 6 to 8

UL Rated: Indoor Use

Warning: Risk of Suffocation and Strangulation, Keep Plastic Bag and Cable Ties Out of Children's Reach!
Advanced Cable Ties, Inc., makes no representations or warranties to the accuracy of the information
and recommendations set forth. The information is supplied upon the condition that the user will make
their own determination as to its suitability for their purpose prior to use and assumes all risk and liability.
Advanced Cable Ties, Inc. warranties this product only for material and workmanship. In no event will
Advanced Cable Ties, Inc. be responsible or liable for any direct or consequential damages or loss of
any nature whatsoever, or for damages or loss resulting from the improper installation or use.

Ideal storage in original sealed package, in 50% RH, at 70 F/21 C, out of direct sunlight, until installation.
0 0

Plenum Rated: Suitable for use in Air Handling Spaces (Plenums) in accordance
with Section 300.22 (C) and (D) of the National Electrical Code and Rules 12-010
(3), (4), and (5) and 12-020 of  the Canadian Electrical Code, Part 1
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MG-1300 MG-1400

Precisely strip 10 to 22 Gauge Wires

Designed for maintenance and repair technicians
for use in retrofitting and repairing wire harnesses
and hose assemblies to easily remove all cable tie
strap widths without damaging hoses or bundled items.

Cable Tie Removal Tools

Related Products

, 10 of each color.


